
Liquid Particle Counters
Complete Product Line

Particle Measuring Systems offers the most comprehensive line of particle counters and sensors for every application. 
Consult your local sales representative for help in selecting the best monitor for  your needs and your budget without sacrificing 
important features.

     On-line Ultra-Pure Water Particle Counters

     Batch Sampling Systems

pmeasuring.com 

Ultra DI® 50 
Liquid Particle Counter
Sensitivity range: 0.05 - 0.2 µm
Designed for ultrapure (DI) water  
systems, its low zero count, large  
sample volume and high counting  
efficiency provide unsurpassed  
performance at 50 nm sensitivity.

Ultra DI® 20 
Liquid Particle Counter
Sensitivity range: 20 - 100 nm
Designed for ultrapure water systems,  
its low zero count, large sample  
volume and high counting efficiency 
provides unsurpassed particle  
detection at 20 nm sensitivity.

HSLIS-M50e  
Liquid Particle Counter
Sensitivity range: 0.05 - 0.2 µm
Provides continuous, real-time 
monitoring of contamination 
levels in deionized (DI) water.

Syringe Liquid  
Particle Sampler
Uses a precision syringe and 
simple flow-path for delivering 
chemical samples from a sample 
vessel or chemical container 
directly to the particle sensor.

APSS-2000 Liquid Particle Counter

Sizes and counts suspended 
particulate matter in a wide range 
of liquids to meet all current 
US, EU and JP Pharmacopoeia 
standards. 

CLS-700 T Corrosives 
Particle Counter
A compression sampler combined 
with a LiQuilaz® II particle counter 
for effective measurement of 
particles in fluids contained in 
unpressurized vessels.

SLS-20 
Syringe Liquid Sampler
Enables Chem 20™ or Chem 20™-
HI particle counters to operate in 
batch sampling applications. It 
is ideal for precise, small-volume 
sampling.

HSLIS-M100e Liquid Particle 
Counter
Sensitivity range: 0.1 - 1.0 µm
Provides continuous, real-time 
monitoring of contamination levels 
in medium grade deionized water 
systems.
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     On-line Chemical Particle Counters

Chem 20™ Chemical 
Particle Counter
Sensitivity range: 20 - 100 nm
World’s first 20 nm chemical 
particle counter detects larger 
concentrations of particles with 
better statistics than competitive 
products.

UltraChem®100  
Liquid Particle Counter
Sensitivity range: 100 - 500 nm
Reliable contamination 
monitoring with the ability to 
detect as small as 100 nm in 
chemicals with high molecular 
scatters.

UltraChem® 40  
Liquid Particle Counter
Sensitivity range: 40 - 125 nm
Reliable contamination 
monitoring with the ability 
to detect 40 nm particles in 
chemicals with high molecular 
scatter.

LiQuilaz® II S Series  
Liquid Particle Counter
S02: 0.2 - 2.0 µm, S03: 0.3 - 3.0 µm,  
S05: 0.5 - 20.0 µm
Volumetric monitors with a variety of  
sizing sensitivities as low as 0.2 µm. 

LiQuilaz® II E Series 
Liquid Particle Counter
Sensitivity range: 1.5 - 125 µm
Volumetric monitors with sizing 
sensitivities from 1.5 – 125 µm.

Surfex® Parts Cleanliness Testing Station
Know whether or not your parts are truly clean.
A completely integrated ultrasonic tank that measures particle  
levels on a wide variety of complex-shaped parts.

HSLIS-M65e  
Liquid Particle Counter
Sensitivity range: 0.065 - 0.2 µm
Provides continuous, real-time 
monitoring of contamination levels 
in corrosive liquids, including 
hydrogen fluoride (HF).

     Surface Cleaning

Liquid Particle Counters
Complete Product Line
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